
New Walls
A coat of acrylic primer or bonding liquid (all of this can be purchased at your nearest hardware) provides a new, even surface on

the wall which makes it easier to apply wall coverings. 

Wallpaper can not adhere to a powdery surface.

Newly painted walls need at least 4 weeks to dry before applying a wallpaper.

Remove all wall fittings, plug covers, nails and mirrors.

Existing walls
Existing walls need special attention. Paint can create problems based upon its original quality or how long it has been on the

wall. If it's old, paint can become unstable and should be sealed with primer/sealer to insure a successful wall covering

installation.

Nail holes, chips, cracks and wall irregularities should be filled. When the compound dries, sand, smooth and seal the wall with a

primer.

Walls covered with high- or semi-gloss paint should be sealed with an acrylic primer. 

Newly painted walls need at least 4 weeks to dry before applying a wallpaper.

Remove all wall fitting, plug covers, nails and mirrors.

Textured Walls
Wallpaper is not advised for textured walls, the raises in the wall allow for air to get trapped and in time start lifting the wallpaper

off the wall.

Before your happy space arrives it is very important to ensure your wall’s surface is Wallpaper ready. Here are some handy guidelines

to getting your wall prepped for the big change.

 

 

 

 

 

WALL PREPARATION
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Wall Preparation is important for the longevity of your wallpaper

Peel and Stick Wallpaper does not stick to Washable paint IE: Dulux - Easy Care / Plascon - Double Velvet

Ordering separate batches:      Ensure that all your wallpaper comes from the same batch to eliminate any minor colour changes

Not prepping your wall:            Clean the surface, allow it to dry. If the wall has been painted recently, you should wait for at least 30 days 

Peeling of the entire backing:  Removing the entire backing at once will make your wallpaper unmanageable

Horizontal Application:              Peel and Stick wallpaper should only be applied vertically

Smoothing from the edges:     Applying small sections of each panel, use a squeegee to smooth it out from the center outwards

Forgetting to overlap panels:   Make sure the pattern matches perfectly

Mistakes often made (wallsbyme.com)

Installers

If you are not feeling confident in installing your own wallpaper we have a list of recommended installers for Gauteng, Cape Town,

Durban, Knysna, George. Please contact us we are happy to share their details with you.


